American. Brilliance.

Glo-Black LEO
U\/-A Lamps

Tested to comply with both
ASTM Rolls-Royce
E302:2 RRES 90061
Standard

Requirements
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American. Brilliance.

CH Magnum
LED UV-A Lamp

Tested to comply with both

ASTM Rolls-Royce
E3022 | RRES 90061

Standard | Requirements
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CY4 Magnum
LED U\V-A Lamp
/1]]] 1-Year Warranty /////

U\V-2000 Kit includes:
¢ Glo-Black C4 Magnum LED UV-A Lamp
e 120V plug-in wall adapter (UV-2023)
e Rugged watertight case
e Power cord (UV-2007) & B PELICAN
o Safety glasses el

CH Magnum LED attributes: = T
¢ Serialized Certificate of Conformance . Nae———
e Tested to comply with Rolls—Royce RRES 90061 Requirements
e Tested to comply with ASTM E3022 Standard 3.0" DIA 4.1

e Input voltage 90V-264V AC |
e Tested to work as hard as you do

e Refurbishable

e |IP67 Rated

Directions for use: Weight: 1.7 Ib. |
1. Remove from impact resistant carrying case.
2. Drop
3. Kick
4, Use

*Note: Steps 2-4 can be performed in any order!
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Packaged Option

A\ f D

- ‘ . : - | S a2 m}*"""‘;ﬂﬂﬁm
Magnum HD e
e OJomer

e Cord Support
e Heavy DOuty Power Supply
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C4 Magnum LEDO UV-A

Characteristics
Performance Attributes Parameters
Maximum Irradiance (at 15 in/38cm) 5000 pW/cm?
Peak Wavelength 365 + 5 nm

Irradiance at Peak Wavelength (at 15 in)

>200 pW/cm?

Typical Irradiated Area (profile at 15 in)

Circular Spot 9" Diameter
> 1000 pW/cm? (347-382nm)

Emission Spectrum

Full Width at Half Maximum (FWHM) <15 nm
Longest Wavelength at Half Max (LWHM) < 380 nm
Full width at 10% Maximum < 30 nm

Excitation Irradiance (347-382 nm)

> 2500 puW/cm?

Wavelength Drift (at 70°F ambiant)

< 3 nm

Working Distances

ASTM E3022

Minimum WD < 51in

RRES 90061

Minimum WD = 15 in

Maximum WD = 36 in

Typical Visible Emission

ASTM E3022 range (400-760 nm)

2 ft candles

1A

RRES 90064 range{390-800 nm) < 20 lux at 151in
< 5 lux at 36in
Physical Attributes Parameters .
Operating Environment 322420 °F
Maximum Housing Temerature (at 70° F ambient) 116 °F
Lamp Cord Length 10 ft (Standard) or 50 ft (Maximum) ¢y ©
Power Supply Cord Length 6 ft
Weight 1.7 b
Power in 90-264 VAC / 47 ~ 63Hz < 0.6A
Specification Compliance ASTM E3022
RRES 90061
% Emission Spectrum measured at Stabilization Temperature L
with Blue-wave UV-25 16060829-UV-CR2
5
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AcCccessories

CH Magnum Domer
; o~ UV-2016

Bench Mounting Arm
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AcCcessories
CH Magnum
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American. Brilliance.

C4 Magnum-G0O
LED UV-A Lamp
+ White Light

Tested to comply with both

ASTM Rolls-Royce
E3022 RRES 90061
Standard | Requirements

ﬁﬂi ’ relinc.net



CY4 Magnum-G0O

LED UV-A Lamp
/1/// 1-Year Warranty /////

Uv-3000 Kit includes:
e Glo-Black C4 Magnum-GO
e 120V plug-in wall adapter (UV-2023)
e Rugged watertight case :
e Power cord (UV-2007) B pELICAN |
e Safety glasses ;

CH4 Magnum-G0 LED attributes:
e Serialized Certificate of Conformance
e Tested to comply with Rolls-Royce RRES 90061 Requirements
e Tested to comply with ASTM E3022 Standard 3.0" DIA.
e Input voltage 90V-264V AC |
e Tested to work as hard as you do :
e Refurbishable
e |IP-67 Rated

Directions For Use:
1. Remove from impact resistant carrying case.
2. Drop
3. Kick

4, Use
*Note: Steps 2-4 can be performed in any order!

Weight: 1.7 Ib. .

" g : 2 CH Magnum-G6G0O
9" diameter Sth’f'_,z.Ef 1000 pW/em= S ie Light Profile
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C4H Magnum-G60O
LEDO UV-A Characteristics

Performance Attributes

Parameters

Maximum Irradiance (at 15 in/38cm)

5000 pW/cm?

Peak Wavelength

365 + 5 nm

Irradiance at Peak Wavelength (at 15 in)

>200 pW/cm?

Typical Irradiated Area (profile at 15 in)

Circular Spot.9" Diameter
> 1000 pW/cm? (347-3820M)

Emission Spectrum - - ,...e;'»;‘?
Full Width at Half Maximum (FWHM) <15 nm ™ ;.’ '
Longest Wavelength at Half Max (LWHM) =380 nm ==
Full width at 10% Maximum < 30 nm
Excitation Irradiance (347-382 nm) > 2500 }Jchm2
Wavelength Drift (at 70°F ambiant) <3 nm
Working Distances
ASTM E3022 Minimum WD < 5 in
RRES 90061 Minimum WD = 15 in
Maximum WD = 36 in
Typical Visible Emission
ASTM E3022 range (400-760 nm) < 2 ft candles
RRES 90061 range (390-800 nm) < 20 lux at 151in
< 5lux at 36 in
Physical Attributes Parameters
Operating Environment 32 -120°F
Maximum Housing Temerature (at 70° F ambient) 116 °F
Lamp Cord Length 10 ft (Standard) or 50 ft (Maximum)
Power Supply Cord Length 6 ft
Weight 1.7 b
Power in 90-264 VAC / 47 ~ 63Hz < 0.6A
Specification Compliance ASTM E3022
RRES 90061
% Emission Spectrum measured at Stabilization Temperature
with Blue-wave UV-25 16060829-UV-CR2
10 ¥
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Packaged Option

) ' S T

Magnum-60 HD "
e Domer

e Cord Support
* Heavy Duty Power Supply

B relinc.net



AcCccessories
CH Magnum-G0O

| ‘) — Bench_

n

1 : —— _
\\ relinc.net R ﬁ\\- Adapter

UV-1000
\\. 'f"‘);__' -

Domer
UVv-2016

— Mounting Arm "
W T N\ WV-1100 @ s

Cord \

\ | Support \
\ | uv-2028 '\

Heavy Duty
SY Power Supply

;\ UV-8000

relinc.net



AcCccessories
CHY Magnum-G0O

Spray Can
Fixture
uv-7000
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Tested to comply with both '

ASTM Rolls-Royce

E3022 | RRES 90061
Standard | Requirements R




CH Nomad
LED UV-A Lamp
/111 1-Year Warranty /////

UVv-2400 Kit includes: |
e Glo-Black C4 Nomad LED UV-A Lamp
e Rugged watertight case
e Two M18 2-Amp hour batteries
e 120V charger
e Safety glasses

=

C4 Nomad LED attributes: =/
e Serialized Certificate of Conformance -
e Tested to comply with /.H"T':m
Rolls-Royce RRES 90061 Requirements t%;_m___.ﬁ

e Tested to comply with ASTM E3022 Standard e
 Tested to work as hard as you do
o Refurbishable

Directions For Use
1. Remove from impact resistant carrying case.
2. Drop
3. Kick
4. Use
*Note: Steps 2-4 can be performed in any order!
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CH4 Nomad LEDO
Characterist

Performance Attributes

U\/-A
==

Parameters

Maximum Irradiance (at 15 in/38cm)

5000 pW/cm?

Peak Wavelength

365 + 5 nm

Irradiance at Peak Wavelength (at 15 in)

> 200 pW/cm?

Typical Irradiated Area (profile at 15 in)

Circular Spot 9" Diameter
> 1000 pW/cm? (347-382nm)

Emission Spectrum

Full Width at Half Maximum (FWHM) <15 nm
Longest Wavelength at Half Max (LWHM) < 380 nm
Full width at 10% Maximum < 30 nm

Excitation Irradiance (347-382 nm)

> 2500 pW/cm?

Wavelength Drift (at 70°F ambiant)

<3 nm

Working Distances

ASTM E3022

Minimum WD'= 5 in

RRES 90061

Minimum WD = 15 in

Maximum WD = 36 in

Typical Visible Emission

ASTM E3022 range (400-760 nm)

< 2 ft candles

RRES 90061 range (890-800 nm)

< 20lux at 151in

< 5luxat36in : >
- -. - -
Physical Attributes ', : L Parameters =~ - ...~ =
Operating Environment __ e 32 -120°F >
Maximum Housing Temerature (at 70° F ambie?lt) 116°F = - o
= e
Lamp Cord Length None ° "
Power Supply 18 V Lithium lon Battery *%
Weight 3.2
Approximate run time/per battery 150 minutes
Specification Compliance ASTM E3022
RRES 90061
% Emission Spectrum measured at Stabilization Temperature O
with Blue-wave UV-25 16060829-UV-CR2
relinc.net



AcCccessoaries
CH Nomad ( \
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American. Brilliance.

C4 Nomad-G0
LED UV-A Lamp
+ White Light

Tested to comply with both

ASTM Rolls-Royce

E3022 | RRES 90061
Standard | Requirements

POWERED BY
M18 )| LITHIUM
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CHY Nomad-G0O
LED UV-A Lamp

U\Vv-3400 Kit includes:
e Glo-Black C4 Nomad-GO LED UV-A Lamp
e Rugged watertight case
e Two M18 2 Amp-hour batteries
e 120V charger
« Safety glasses

C4Y Nomad LED attributes:
« Serialized Certificate of Conformance
e Tested to comply with
Rolls-Royce RRES 90061 Requirements
e Tested to comply with ASTM E3022 Standard
e Tested to work as hard as you do
e Refurbishable

Directions For Use
1. Remove from impact resistant carrying case.
2. Drop
3. Kick ; k
4. Use 3 .6
*Note: Steps 2-4 can be performed in any order! Weight: 3.2 Ib. |
N i
| | Ij (‘-F g
: = ;
i e A5
9” diameter spot size > 1000 yW/cm? C4 Nomad-G0O
P H LED White Light Profile
pW/cm?
B 3500
£ 3000
£ 3000
S 2500~
=
= 2000 2500
w .
£ 15005 2000 High
B 1000y ¢ N o I s00 (White Light Only)
= AR 1T R
500 .- ,3??3“”;:»31&3:&:::;: ::“\\“R\‘E%\“ DT 1000
0> e oy : i
6 500
. 6
0
Y-Inches ., 0 Low
- X-Inches ; ;
6 o 4 (With Black Light)
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CH Nomad-G0O LEDO UV-A
Characteristics

Performance Attributes

Parameters

Maximum Irradiance (at 15 in/38cm)

5000 pW/cm?

Peak Wavelength

365 + 5 nm

Irradiance at Peak Wavelength (at 15 in)

>200 pW/cm?

Typical Irradiated Area (profile at 15 in)

Circular Spot 9" Diameter
> 1000 pW/cm? (347-382nm)

Emission Spectrum

Full Width at Half Maximum (FWHM) s 15°hm 3 ;
Longest Wavelength at Half Max (LWHM) < 380 nm _ -
Full width at 10% Maximum < 30 nm .
Excitation Irradiance (347-382 nm) > 2500 pW/cm?
Wavelength Drift (at 70°F ambiant) <3 nm
Working Distances
ASTM E3022 Minimum WD < 5in
RRES 90061 Minimum WD = 15 in
Maximum WD = 36 in
Typical Visible Emission
ASTM E3022 range (400-760 nm) < 2 ft candles
RRES 90061 range (390-800 nm) < 20luxat 15in
< 5lox at 36 in
Physical Attributes Parameters
Operating Environment 32-120°F
Maximum Housing Temerature (at 70° F ambient) 116°F
Lamp Cord Lensgth None
Power Supply 18 V Lithium lon Battery
Weight 3.12 b
Approximate run time/per battery 150 minutes
Specification Compliance ASTM E3022
RRES 90061
% Emission Spectrum measured at Stabilization Temperature
with Blue-wave UV-25 16060829-UV-CR2
~EeZL ” relinc.net



AcCccessories
CH Nomad-GO —
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! American. Brilliance.

Profusion
LED UV-A Lamp

Tested to comply with both

ASTM Rolls-Royce

E3022 | RRES 90061
Standard | Requirements
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Profusion

LED UV-A Lamp
111/ 1-Year Warranty /////

U\V-4000 Kit includes:
e Glo-Black Profusion LED UV-A Lamp
» Power supply (UV-2023)

» Connection cords

Profusion LED UV-A attributes:

e Serialized Certificate of Conformance
e Tested to comply with

Rolls-Royce RRES 90061 Requirements
« Tested to comply with

ASTM E3022 Standard
e Input voltage 90V-264V AC
» Customized for your inspection area - . )
R ¥ pe Weight of 1 Module: 3.08 Ib. 7 75" DIA.
e |P68 Rated

Directions Far Use

1. Drop
2. Kick
3. Use
“Note: Steps can be performed in any order!

11.88"
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Profusion Sing

=R %[=]=[N][=

(0 V= = [ o = = o [

Performance Attributes

Parameters

Maximum Irradiance (at 15 in/38cm)

5000 pW/cm?

Peak Wavelength

365 + 5 nm

Irradiance at Peak Wavelength (at 15 in)

> 200 pW/cm?

Typical Irradiated Area (profile at 15 in)

Circular Spot 9" Diameter
> 1000 pW/cm? (347-382nm)

Emission Spectrum

Full Width at Half Maximum (FWHM) <15 nm
Longest Wavelength at Half Max (LWHM) < 377 nm
Full width at 10% Maximum < 30 nm

Excitation Irradiance (347-382 nm)

v

2500 pW/cm?

Wavelength Drift (at 70°F ambiant)

3 nm

A

Working Distances

ASTM E3022

Minimum WD < 5in

RRES 90061

Minimum WD = 15 in

Maximum WD = 36 in

Typical Visible Emission

ASTM E3022 range (400-760 nm)

2 ft candles

1A

RRES 90061 range (390-800 nm)

20 lux at 15 in

1~

< 5lux at 36 in
Physical Attributes Parameters
Operating Environment 32-113°F
Maximum Housing Temerature (at 70° F ambient) 104°F
Lamp Cord Length Custom
Power Supply Custom
Weight 3.08 b
Power in 90-264 VAC / 47 ~ 63Hz < 0.6A
Specification Compliance ASTM E3022
RRES 90061

% Emission Spectrum measured at Stabilization Temperature
with Blue-wave UV-25 16060829-UV-CR2

~EL >
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Accessories
Rrofusion

Mounting Arm _ —
Uv-1100

i e

Swivel Moun{ ‘_ [
Uv-4010 -

Hardware
Hanging Kit
UVv-4015

Switch Block
UV-A 4200

90W Profusion

Power Supply

Uv-2031 %

3 relinc.net



American. Brilliance.

Profusion XW
LED UV-A Lamp

Tested to comply with both

ASTM Rolls-Royce

E3022 | RRES 90061
Standard | Requirements

relinc.net



Profusion Xw
LED UV-ALamp
/1111 1-Year Warranty /// /]

Profusion XW Attributes
e Waterproof - IP68 Rated

100% continuous duty at full output

Emitter: UV-A

Combine several modules (5.213 Ibs) together to form one |

Arrayed modules communicate as one unit controlled v

Power
¢ AC or DC power options:
14-52V DC or 120/240V AC
e 100 Watts per module
o Milwaukee M18 battery option available

U\v-4700 Package mcludes*' o
e Glo-Black Profusion XW Module e .

e Power supply At

« Connection cord

e Swivel mount (UV-4010)

ing integrated mounts

11.9"

Weight of 1 Module: 4.5 Ib.

> 50 pW/cm? at
12 feet away

> 300 pW/cm? at
9 feet away

B0 ihches 120 inches

» 88 inches

> 100 yW/cm? at
9 feet away

ﬁﬂ1 i relinc.net



Profusion XW Single Module
Characteristics

Performance Attributes

Parameters

Maximum Irradiance (at 36 in/91cm)

5700 pW/cm?

Peak Wavelength 365F 5nm
Emission Spectrum
Full Width at Half Maximum (FWHM) <15 nm
Longest Wavelength at Half Max (LWHM) <377 nm
Full width at 10% Maximum < 30 nm

Excitation Irradianceat 36 in

>5000 pW/cm?

Wavelength Drift (at 70°F ambient)

<1 nm

Typical Visible Emission

range (400-760 nm)

IA

2 ft candles at 36 in

20 lux at 36 in

IA

n -

i ‘
-E hyﬁcal Attributes Parameters
Operating Environment 32-115° F
Maximum Housing Temperature (at 70° F ambient) | 88 °F

Lamp Cord Length

10’ Standard

Power Supply Included
Weight 5.213 lbs
Power in 100-240 VAC / 50/60Hz

% Emission Spectrum measured at Stabilization Temperature
with Blue-wave UV-25 16060829-UV-CR2

~EL .
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Liguid Magnum
LEDO UV-A Lamp
/111] 1-Year Warranty /////

U\V/-2100 Kit includes:
e Glo-Black Liquid Magnum LED UV-A Lamp
e 2 Meter Light Guide (UV-2120)
e 120V plug-in wall adapter (UV-2023)
e Rugged watertight case
* Power cord (UV-2007)
e Lamp holder (UV-4010)
o Safety glasses

C4H Liquid Magnum LED attributes:
e Serialized Certificate of Performance
e Input voltage 90V-264V AC
e Tested to work as hard as you do
e Refurbishable
e [IP67 Rated

Directions for use:
1. Remove from impact resistant carrying case.
2. Drop
3. Kick
4, Use
*Note: Steps 2-4 can be performed in any order!

> 1000 pW/cm?at
4 inches away > 1000 pW/cm?zat
9 inches away

" : " 5 inches
_ 1200 UW/cmA2 at'8 inches Max Intensity 1inch
1ua4 inch diameter above 1000 uW/ qm/\2 e =4600
7" diametef over 500 UW/cmA2 e Y _

g . a B a
@4inch distance white light is less than 2 foot candles _
@4 inch distance there is a 54nch diameter above 1000 uW/cm2

@4 inch distance the maximum intensity is 4600 uW/cm2 4 inches
= . Max Intensity
@7 inch distance whit@‘light is less than 1 foot candles =1700
@ 7 inch distance there is a 4 inch diameter above 1000 uW/cm2
@ 7 inch distance the maximum intensity is 1700 uW/cm?2
& > 1000 pW/cm?at
@9 inch distance white light is less than 1 foot candles 7 inches away

@9 inch distance there is a 1 inch diameter above 1000 uW/cm?2

S rEeL i relinc.net



Liguid Magnum LED UV-A

Characteristics
Performance Attributes Parameters
Peak Wavelength 365 + bnm

Emission Spectrum

Full Width at Half Maximum (FWHM) < 15 nm
Longest Wavelength at Half Max (LWHM) < 380 nm
Full Width at 10% Maximum < 30 nm
Wavelength Drift (at 70° ambient) < 3nm
Typical Visible Emission Liquid Magnum < 3nm

(390 - 800) < 2 ft candles
Physical Attributes Parameters
Operating Environment 32 - 12008

Maximum Housing Temerature (at 70° F ambient) 192 F

Lamp Cord Length 10 ft
Power Supply Cord Length 6 ft
Weight 1.8 b
» Power in ) ’ 90-264 VAC /.47 ~ 63Hz < 0.6A _
. =
- - -*”Emission Spectrum measured” at Stabﬁi;{aE%f}ﬁemp_era'fure " - o o o ‘ -
with Blue-wave UV-25.‘I 60608?..?~UVAGRZ s 2
i ° v _ N T A =
- L= ]
» o

vEel A relinc.net



AcCcessories
Liquid Magnum

Y lz'

Swivel Mount \ 2 Meter
Uv-4010 \ Light Guide \ \
Uv-2120

Liquid Nomad

P =
53"1 "W " ® \ /
| |@ | Mounting Arm
15 5 UV-1100
2 ® \
S8 | 1
T | ; —
@ (1 : (14
ul il ¢ \ L
i - .
UVv-2200 Kit includes: ‘\ P A
e Liquid Nomad LED UV-A Lamp =
e Two M18 2-Amp hour batteries = —
e 2-Meter Liquid Light Guide (UV-2120) .
e Rugged watertight case =y
e 120V charger - =

o Safety glasses

ﬁ'EL( - relinc.net



POWERED BY

m18|

CH4 Nomad-G0

LITHIUM

“REL, Inc. is an authorized
(OOM] distributor of MILWAUKEE
ELECTRIC TOOL CORPORATION.”

120V Charger

Two M18 2-Amp Hour
batteries included in package

Lamp F'at:l-(aging

=)
o (R

Magnum / Magnum-60

« U\/-2000 or Uv-3000

« 120V wall adapter Uv-2023
« Power cord U\VJ-2007

* Rugged watertight case

~.— +Safety glasses

Nomad / Nomad-G0

« Uv-2400 or Uv-3400

* Rugged watertight case

s Two M18 2-Amp
batteries

* 120V charger

* Safety glasses

36

FPI Mobile Testing

* C4 Nomad

= 120V Charger

* Two MI18 2-Amp hr
batteries

»1can penetrant

_+1can developer
.+ 2 cans cleaner

Liguid Magnum

« Uv-2200

« 2 Meter Guide UJ-2120
« 120V wall adapter Uv-2023 °
« Power Cord Uv-2007

* Lamp holder Uv-4010

*» Rugged watertight case
« Satety glasses

relinc.net
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Glo-Black LEDO UV-A Lamps

2019
Model Part # Description Retail Price
C4 Magnum UV-2000 120V Plug-In LED UV-ALamp  $1,240.00
C4 Magnum-GO UV-3000 120V Plug-In LED UV-A & White $1,340.00
HD Magnum UV-2000HD  Heavy Duty C4 Magnum $1,650.00
HD Magnum-GO UV-3000HD  Heavy Duty C4 Magnum-GO $1,750.00
C4 Nomad UV-2400 18V Portable LED UV-ALamp  $1,960.00
C4 Nomad-GO UV-3400 18V Portable LED UV-A & White $2,060.00
Profusion UV-4000 Module $ 880.00
Profusion XW UV-4700 Module $5,500.00
Liquid Magnum UV-2100 Liquid Magnum w/ 2m guide  $2,900.00
Liquid Nomad UV-2200 Eqﬁfgr\é%gggw/ 2mguide  ¢3 500,00
FPI Mobile Testing Nomad 470-00000  Mobile Testing Nomad Kit $2,565.00
Accessories Part # Description Retail Price
Bench Adapter UV-1000 Lamp Holder $ 135.00
Mounting Arm UV-1100 Lamp Mounting Arm $ 410.00
10’ DC Power Cord UV-2007 Power Extension Cord $ 50.00
Domer UV-2016 Protective Bumper Ring $ 50.00
120V AC Adapter UV-2023 25W DC Power Supply $ 70.00
Cord Support: Magnum UV-2026  Armored Cord Fixture $ 150.00
Cord Support: Magnum-GO UV-2028  Armored Cord Fixture $ 150.00
90W Power Supply UV-2031 Profusion Power Supply $ 130.00
2 Meter Guide UV-2120 2m Guide for Liquid Magnum  $1,400.00
Swivel Mount UV-4010 Lamp Holder $ 135.00
Hardware Hanging Kit UV-4015 Profusion Hanging Kit $ 30.00
Switch Block UV-4200 Profusion Switch Block $ 400.00
Spray Can Fixture UV-7000 Hands-Free Applicator $ 350.00
Heavy Duty Power Supply  UV-8000 (oY DY e § 350,00
All Retail Prices are Listed in USD
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